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Serbia DAC High-Speed Cable 40G

The 40G QSFP+ Direct Attach Copper (DAC) cable
series provides a simple, affordable, and energy-
efficient way to build high-speed connections in
data centers and enterprise networks.

40G DAC Cables from JTOPTICS are Direct Attach
Copper cables ideal for short-distance, cost-
effective connectivity in top-of-rack or intra-rack

applications. These cables provide low-latency,
high ...

QSFP+ DAC, 40G DAC, QSFP+ to QSFP+ DAC,
QSFP+ Direct Attach Copper Twinax Cable 100%

' Compatible with Ubiquiti, Dell Forcel0 CBL-
QSFP-40GE-PASS-5M, Supermicro, Mikrotik, Open

FS 40G DAC cable, passive/active DAC from 0.5m
to 10m, cost-effective alternative to connect two
40G Ethernet ports of network switches. Get your
40G direct attach cables from nearby warehouses.
30 ...

A 40G DAC cable (Direct Attach Cable) is a high-

speed, passive Twinax cable with QSFP+

connectors, used for short-distance data center
- connections up to 10 meters at 40Gbps.

Network Cabinet & Rack
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The 40G QSFP+ to 4 x 10G SFP+ Direct Attach
Cable operates over passive copper, which

1 requires no additional power to ensure quality
connectivity. This breakout cable is compliant with
SFF-8436, SFF ...

Our QSFP+ cables integrate a new 40G Ethernet-
optimized (40GbE) 38-position “board-as-
connector” design with zinc die-cast backshells for
superior EMI resistance, ...

Buy QSFP-40G-01C, a 1m passive copper direct
attach cable with QSFP+ connectors, supporting
40G speeds and multi-rate from 1G to 10G per
channel. Ideal for short-distance data center and
storage ...

The high-quality twinax DAC cable comes with
universal Cisco compatibility, which guarantees
trouble-free use with most active element
manufacturers. The DAC interface cable plugs
directly into the ...

10Gtek® QSFP DAC based on IEEE 802.3ba and
- compliant MSA SFF-8436, application in 40G
‘ b Ethernet, 100G Ethernet, infiniband QDR and Omni-
= path. 40G QSFP+ Breakout DAC, QSFP+ to 4x ...
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Contact Us

For more information, pricing, or custom energy solutions, please contact us:

Website: https://www.gdroofing.co.za

Email: sales@gdroofing.co.za

Phone: +27 72 418 9365

Address: 22 Electron Avenue, Isando, Johannesburg, 1600, South Africa

This document is for informational purposes only. Specifications subject to
change without notice.
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